PASSIVE SYSTEM ALLIANCE
WALSIN TECHNOLOGY CORPORATION PSA

Chip Monolithic Ceramic Capacitor

Electrical Characteristics Data
0603 NPO 6.2pF 50V (0603N6R2C500CT)

1. Dimension 4. Capacitance — Temperature Characteristics
. . . (Equipment: 4284A)
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Inch (mm) 55 35  -15 5 25 45 65 85 105 125¢

0603 (1608)| 1.60+0.10 | 0.80+0.10 0.80+0.07
2. Cap, DF, IR @25C
(Cap, DF @1MHz, 1Vrms ; IR @50V, 120sec)

5. Capacitance — DC Voltage Characteristics
(Equipment: E4980+B1505+N1259A)

(DC charge 60+5sec)
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em pec 25V/1:0.00% ; 50V : 0.00%
Cap [pF] 6.2(+0.25pF) ACICEH)
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3. Impedance/ESR-Frequency
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\ / 6. Capacitance — AC Voltage Characteristics

/ (Equipment: 4980A)
1
M—‘J ACIC(%)
0.1 2
100 1000 10000
Frequency(MHz) )
Q-Frequency
0
(Equipment: 4991B)
-1
1000
—Q -2 . . .
100 0 0.5 1 15 2 25

\ /‘\ AC Voltage (V)
10

0.1

0.01

0.001

100 1000 10000
Frequency(MHz)

Last updated : 2024/07/26

Copyright © by Walsin Technology Corporation | All rights reserved.



